
 

 

 
 
The AstalPool LumiPlus range 
 
Our range of LED lights can be used in all types of swimming pools (concrete, prefabs 
and panel) and comprises: 
 
 
 

 
 
LumiPlus Standard (light guts): available in white or coloured lighting. Faceplate in 
ABS or Stainless steel. With inserts or self-tappers. 
 
 
 
 
 
 

  
 
LumiPlus Standard (complete with niche): available in white or coloured lighting. 
ABS niche and ABS or stainless steel faceplate. Available with an insert or self-tappers.  
 
  

 
 
LumiPlus Flat: available in white or coloured lighting. ABS niche and faceplate. 
 
 
 



 

 

 
LumiPlus Mini: available in white or coloured lighting. ABS niche and faceplate. 
Available with rapid coupling system or niche or prefabricated pools (with nut). 
 
 
 

     
 
 
LumiPlus PAR 56: available in white or coloured lighting. ABS niche and ABS or 
stainless steel faceplate. Available with or without inserts. Options with niche with a new 
closing system or without niche. 
 
N.H: The faceplate forms part of the new closing system and can only be used with the new PAR 
56 niches. 
 
 
Control systems 
The following control systems are available with all the LumiPlus models. 
 

 
 
Pushbutton solution: 

• Normally closed (NC) pushbutton allowing you to control up to 12 underwater 
lights:  colour and sequence changes.  

• 7 colours + 7 sequences. 
• Supplied in a totally watertight case and connection cables. 

 
 



 

 

  
 
Receiver modulator and remote control solutions: 

• These allow full control of up to 15 underwater lights: turn on, shut off, colour and 
sequence changes, time-delay shut off. 

• The remote control also allows the deactivation of undesired colours in the 
different sequences. 

• 12 colours + 9 sequences. 
 
 
 
Installation diagram of the two control systems 
 
Pushbutton installation 

 
 
Receiver modulator and/or remote control installations 
 

 
 
 
 
For installations with a remotely controlled receiver-modulator, install the receiver 
modulator in an area within a suitable range. 
Do not install the receiver-modulator close to metallic objects or in metallic boxes.  
 
The remote control reaches 100 meters in open field conditions. 
 
 


